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TECHNICAL SPECIFICATIONS

Power Supply 230v / 415v
Motor Rating 250W
Frequency 50Hz
Revolutions per min. 3000

Max. Vertical Output 10m

Max. Horizontal Output 200m

Max. Flow Rate A500 Litres/Min

Max. Liquid Temperature 40 Deg. C
Discharge Size 63 0.D. MDPE
Cable Length 10m

ACCESS COVER (CLEAR OPENINGS)

DIAMETER (mm) | TYPE
450 | Pedestrian
FABRICATION SPECIFICATIONS
ITEM INDEX | DEPTH | DIAMETER | CLOCKFACE
(mm) (mm) POSITION

Tank Depth A 1500
Tank Dia. B 610
Inlet C1 250 110
Inlet C2
Inlet C3
Discharge D 200 63 12
Cable Duct 40
Vent

CLOCK FACE POSITIONS

VIEW LOOKING DOWN ON THE TANK.

TREAT THIS DIAGRAM LIKE A CLOCKFACE.
DISCHARGE IS SET AT 12 O'CLOCK.

INDICATE THE RELATIVE POSITIONS FOR 'INLETS',
'CABLE DUCT' AND VENT (IF REQUIRED)

VENT DUCT TO BE VENTED
TO ATMOSPHERE (OPTIONAL)

HIGH LEVEL ALARM
(OPTIONAL)
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/—ACCESS COVER
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Tl GROUND LEVEL
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H E 3 éRISING MAIN
\COMPRESSION FITTING

—FLOAT SWITCH

(OPTIONAL)
NON RETURN VALVE

\—HDPE TANK

FLOAT/

SWITCHES B

UNSWITCHED
FUSED SPUR

PUMP c/w INTERGRAL FLOAT
2" SOLID HANDLING WITH 10m (10VX) HEAD
PUMPS WITH MACERATOR PUMP (MC) OPTIONS

COMMENTS

DRILLED ON SITE

PLEASE NOTE THE INLET CAN BE SUPPLIED LOOSE AND

12 O'CLOCK DISCHARGE

CONTROL FLOAT
BRACKET - HLA

RISING MAIN

COMPRESSION FITTING
(OPTIONAL)

FREE STANDING PUMP

INLET SEAL
(INLETS CUT TO SUIT
CLIENT DETAILS)
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