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PRODUCT NUMBER:

DRAWING TYPE:

JOB NUMBER: PROJECT NO: ECO NO:

A4

Jc

+/- 5 MDPE

04/03/21

 mm 0
0N/A

04/03/21

FG

N/A UK

Tricel Mini 1700L Twin
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FABRICATION SPECIFICATIONS

ITEM INDEX DEPTH

(mm)

DIAMETER

(mm)

CLOCKFACE

POSITION

Tank Depth

Tank Dia.

Inlet

Discharge

Cable Duct

Vent

Inlet

Inlet

A
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C1

C2

C3

D
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CLOCK FACE POSITIONS

VIEW LOOKING DOWN ON THE TANK.

TREAT THIS DIAGRAM LIKE A CLOCKFACE.

DISCHARGE IS SET AT 12 O'CLOCK.

INDICATE THE RELATIVE POSITIONS FOR 'INLETS',

'CABLE DUCT' AND VENT (IF REQUIRED)

ACCESS COVER

C
 
I
N

V
E

R
T

A

D

VENT DUCT TO BE VENTED

TO ATMOSPHERE (OPTIONAL)

12 O'CLOCK DISCHARGE

COMMENTS

PLEASE NOTE - INLET INVERT SHOULD

BE BETWEEN 400 -515mm

INLET SEALS AND DUCTS CAN BE

SUPPLIED LOOSE TO BE CRILLED AND

FITTED ON SITE.

CABLE DUCT

RISING MAIN

GATE VALVE

LIFTING CHAIN

HIGH LEVEL ALARM FLOAT

(OPTIONAL)

NON RETURN VALVE

GUIDERAIL &

PEDESTAL

HDPE TANK

RISING MAIN

COMPRESSION FITTING

(OPTIONAL)

INLET SEAL

(INLETS CUT TO YOUR DETAIL)

PLEASE NOTE THAT THIS DOCUMENT MUST

BE READ IN CONJUNCTION WITH THE

INSTALLATION & OPERATING GUIDELINES
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KIOSK (SINGLE DOOR)

LENGTH (mm)

750

WIDTH (mm) HEIGHT (mm)

400 1250

CONTROL KIOSK

BEACON (OPTIONAL)

INCOMING

POWER SUPPLY

2 NO. PUMPS

2" SOLID HANDLING WITH 10m (10VX) HEAD

PUMPS WITH MACERATOR PUMP (MC) OPTIONS

PUMPS

B
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